
Metric Coarse Hexagon Nylon Inserted Nut 

Class-8 Din985 Type T (Thin) 

Thread  

Size 
TPI Across Flats  Height  

M2 0.40 4.50 2.50 

M2.5 0.45 5.0 3.8 

M3 0.50 6.0 4.0 

M3.5 0.60 6.0 4.5 

M4 0.70 7.0 5.0 

M5 0.80 8.0 5.0 

M6 1.00 10.0 6.0 

M7 1.00 11.0 7.5 

M8 1.25 13.0 8.0 

M10 1.50 17.0 10.0 

M12 1.75 19.0 12.0 

M14 2.00 22.0 14.0 

M16 2.00 24.0 16.0 

M18 2.50 27.0 18.5 

M20 2.50 30.0 20.0 

M22 2.50 34.0 22.0 

M24 3.0 36.0 24.0 

M27 3.0 41.0 27.0 

M30 3.50 46.0 30.0 

M33 3.50 50.0 33.0 

M36 4.00 55.0 36.0 

Available in the following materials: 

Steel Zinc Plated 

Stainless Steel A2 -18/8 & A4 -316 



Available in the following materials: 

Steel Zinc Plated 

Stainless Steel A2 -18/8 & A4 -316 

Metric Coarse Hexagon Nylon Inserted Nut 

Class-8 Din982 Type P (Thick) 

Thread  

Size 
TPI Across Flats  Height  

M2.5 0.45 5.0 3.6 

M3 0.50 5.5 4.0 

M4 0.70 7.0 5.0 

M5 0.80 8.0 6.3 

M6 1.00 10.0 8.0 

M8 1.25 13.0 9.5 

M10 1.50 17.0 11.5 

M12 1.75 19.0 14.0 

M14 2.00 22.0 16.0 

M16 2.00 24.0 18.0 

M20 2.50 30.0 22.0 

M24 3.0 36.0 28.0 


